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LNG STORAGE TANK HORIZONTAL CRYOGENIC 40' DIN CONTAINER
CE-PED certificated / in accordance with AD2000 + EN13458-2.

1.-TECHNICAL DESCRIPTION. 3.- CONSTRUCTION MATERIALS AND EQUIPMENTS:
Tank: Swap body 40 feet Inner Vessel: Stainless Steel

Service: LNG-LIN-LOX-LAR (Optimized for Isolation: Vacuum + perlite

LNG) Evaporation rate : Max. 0,2% in 24 h (LNG)

Geometric capacity: 45.932 Its Outer Vessel: Carbon Steel

Net capacity (95%): 43.635 lts Frame: Carbon Steel _ _

Tare: 13.330 +/- 100 kg Inspection Entity: Bureau Veritas Spain

Weight of product (5% Security valves: Two (settled at 5 bar)

gas phase): LNG: 17.450 kg (d = 0,4) Equipments: Level Gauge

Dimensions LXWxH: 12.192mm x 2.550mm x 2.670 mm Pressure Gauge

Vacuum Test (Teledyne)
Baffles: According with ADR

2.- DESIGN SPECIFICATIONS: 4.- PIPING / INSTRUMENTATION:

- Design Code: TPED, ADR, RID, IMO7, IMDG Piping: Stainless Steel pipes

- Notified Body: Bureau Veritas Valves: Cryogenic (Herose) . .

- Max. Service Pressure: 5 bar One bottom air operated ball valve Mecainox with two
- Rayed: 100% remote -

-Design Temperature: -196 +50 °C closures (one on each side)

Filling trycock: One

Couplings: Not included

Unloading: DN40 / PN40 according with DIN Regulation
Level Indicator: Samson Media 5

Pressure Indicator: 0-10 bar

Cupboard (1 door): Included

Finishes: Tank: White RAL9016

Frame: White RAL9016

(Customer's logotype not included)

Sample points: 1 x liquid + 1 x gas

Hose carriers: Included (1 stainless steel unit, diameter 200
mm)
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LNG STORAGE TANK 300000 It. Capacity
CE-PED certificated / in accordance with AD2000 + EN13458-2.
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LNG STORAGE TANK 300000 It. Capacity
CE-PED certificated / in accordance with AD2000 + EN13458-2.
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LNG STORAGE TANK 300000 It. Capacity
CE-PED certificated / in accordance with AD2000 + EN13458-2.




